
PRODUCT
SELECTOR



PEDESTRIAN LOADING

Minimum Joint Width

1/16" - 1/4" | 1 - 5mm 1/8″ + | 3mm + on porcelain & natural stone
or 1/4″ + | 5mm + on concrete pavers

Residential Commercial

VEHICLE LOADING

Base Assembly

1/16" - 1/4" | 1 - 5mm

Over 1/4" | 6mm

Max Weight

3.5 - 7.5T Over 7.5T0 - 3.5T

ROMEX® JOINTING PRODUCT SELECTOR

ROMEX FUGENSAND ROMEX ECOFINE ROMEX D1

ROMEX FUGENSAND ROMEX FLEX JOINT ROMEX ECOFINE ROMEX D1 ROMEX D2000

RSG-5 ISATec
(Optional)

RSG-10 (Bonded Assmebly)
Open Graded Base

Over 1/4" | 6mm



GRAVEL TYPE

Clear Aggregate Aggregate with Fines

Non-White Aggregate White Aggregate

ASSEMBLY OPTIONS

Open Graded Base

Interlocking concrete pavers
Cost-effective
Suitable for all load classes
ASTM #8/9 | ATSM #57 stone

Bonded RSG-10

10-year warranty
Tile and natural stone
Compatible with radiant heat
Vehicle loading up to 40T

Unbonded RSG-5

5-year warranty
Heavy vehicles & steep inclines
Cost-effective paver displacement
Engineered plans by ROMEX

ROMEX® BEDDING PRODUCT SELECTOR

ROMEX® GRAVEL BINDING PRODUCT SELECTOR

ROMEX PROFI-DEKO ROMEX PURE-PLUS ROMEX D7000


